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    Emissions Monitoring 
      System Model 2950  

 
ü Wall mounting controller 
ü 24V DC or 110/230vAC operation 
ü 24V Independent Audio/Visual Alarm driver 
ü Volt free contact outputs 
ü 4-20mA signal outputs 
ü Digital display showing gas concentration 
ü Battery backup options 
ü Optional additional input/output cards 
ü Easy installation 
ü Duct mounting Oxygen sensor 

 
 
 
 
 
 
 

The SK Model 2950 is a simple to use oxygen analyser utilising a Zirconia Oxygen sensor mounted directly into 
the process or flue. 
The product is not susceptible to interference from any other gases and can tell the relative amount of oxygen in 
any atmosphere. 
The controller gives a direct 4-20mA output and a direct reading so you can instantly see the oxygen content on 
a clear LCD screen and interface to host control systems. The control panel allows the user to set alarm levels 
based on the Oxygen reading and CO2 calculation. 
The product can be used to provide control of the oxygen content or give alarms and trigger external devices. 
 
 
 
 
 
 
 
 
 

Oxygen Probe Specification 
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Supply Voltage, V     24Vdc ± 5% 
Supply Current, A     500mA 
Output Signal     0-10Vdc or 4-20mA 
Oxygen Range     0.1 - 25% vv 
Ambient temperature    -10°C to 50°C 
Resolution      12 bit 
Sensitivity      1.05ms/mbar 
Accuracy      ±2% 
Reproducability     ±1% 
Warm up time     10min (approx.) 
Permissable gas temperature   -100 +250°C 
Gas flow rate     0-10m/s 
Repetitive permissable acceleration  5g 
Incidental permissable acceleration  30g 
Protection level, housing    IP65 
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Basic Probe Dimensions 

 
 
 
 
 
 
 
 
 
 
 
  
   Recommended Probe Mounting 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   Basic Control Panel Dimensions  
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Carbon Monoxide Probe                                        An additional probe can be fitted to the SK Model 
                                                                                                                         2950 to provide Carbon Monoxide measurement. 

                                                                                                                                                          The probe direct fits to the flue or stack in the same 
manner as the main 2950 probe and has no 

                                                                                              moving parts or additional services in operation. 
                                                         Calibration port 
                      Analysis enclosure                 
 
 
 
 
 
 
 
 
 
 
 1” Diameter Probe welds/Brazes to Flue 
 
Cable to 2950 control panel 
         
        Clamp flange allows main probe removal for service 
 
 

 

Carbon Monoxide Probe Mounting Details 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

 

Carbon Monoxide Probe Specifications  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 
 
 




